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SISGM1040-262D Release Notes 
Date:  November 30, 2013 
Version: 1.02 
Kernel Version: 5.03.12 

 
Overview 
 
This release note covers the requirements, important notes, new features and changes, 
addressed issues and known limitations for the SISGM1040-262D product. 
 
Requirements: 
Firmware version 1.02_k5.03.12 and these release notes apply to the following products: 

 SISGM1040-262D-LR 
 

New Features and Enhancements:  

 
 The following list is new features and enhancements for version 1.02_k5.03.12 
•      Login security and functionality has been changed for the admin and guest users 

Admin user changes 

 In CLI, “enable” password is added for admin user to modify the configuration 

 Default enable password is not defined, admin user can change “enable” 
password 

 admin user can change the user name for the admin login 

 admin user can assign a password to the admin login 

 admin user can change the user name for the guest user 

 admin user can assign a password for the guest user login 

 admin user has access to all commands including the “enable” command 
Guest user changes 

 The guest user does not have access to the “enable” command 

 guest user can view the configuration but is unable to make changes 
Passwords 

 Passwords have been enhanced to support up to 11 characters 
 

•      Character “*” is allowed to add in the “System Configuration / Community Strings”   
 
Bug Fixes: 

 After upgrading to new firmware, logging into the CLI through telnet, and entering the 
“enable” command, the CLI no longer hangs 

http://www.transition.com/

